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All specifications subject to change without notice.
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& LOWERING
DETAIL B

(1) Horizontal

MOUNTING HOLES
9/16 DILA, (4 PLCS.)

(2) Vertical

(3) Upside down

(A) Motor/Winch

(B) Three possible orientation optiong

DETAIL B

Specifications are subject to change without notice. Please visit our website for other details.
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& LOWERING
SYSTEMS ORDERING INFORMATION

Typical System Ordering Information:

GENERIC BILL OF MATERIAL FOR MOTORIZED LOWERING SYSTEMS
MLS-400-TW3 MLS-600-TW3 | MLS-1100-TW3 | SYSTEM
301-400 Ibs 401-600 Ibs 601-1100 Ibs | LOAD
QTY QTY QTY DESCRIPTION
1] TW3 1] TW3 1] TW3 CONTINUOUS DUTY MOTOR ASSEMBLY
1 | SCU-2A-MS 1 | scu-2x 1 | SCU-2X | ELECTRICAL DISCONNECT UNIT
WITH LOCKING MECHANISM
1]cp-2 1]cp-2 1| cp-2 CONTROL PANEL WITH BEEPER ASSEMBLY
1 | GAXX08 1 | GAXX08 1 | GAXX08 | CABLE ASSEMBLY
OPTIONAL

SUFFIX | DESCRIPTION

-CAN BRASS CANOPY

CAN-8-65 for 301-400 lbs

CAN-12-65 for 401-1100 Ibs

-XC X=NUMBER OF CONTACTS (up to 8)
STANDARD 2 CONTACTS FOR 1 CIRCUIT
PLUS ONE GROUND

-CL CHAIN LINKS

RECOMMENDED

-CR CORROSION RESISTANT (contact factory)
-XX CABLE LENGTH

STANDARD 50' (for other lengths, contact factory)

Sample Part Numbers:

MLS-400-TW3-CAN-6C

Motorized Lowering System rated for 301-400 Ibs.

This system comes with 50’ cable, one canopy and 6 contacts for 3 circuits plus one ground.
Pulleys or chain-links are not included.

MLS-600-TW3-65

Motorized Lowering System rated for 401-600 Ibs.

This system comes with 65’ cable, 2 contacts for single circuit plus one ground.
Canopy, pulleys or chain-links are not included

Specifications are subject to change without notice. Please visit our website for other details.
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SYSTEMS COMPONENTS
SCU-2A Disconnect Unit SCU-2X Disconnect Unit
For MLS-400-TW1 For MLS-600-TW1 & MLS-1100-TW1

SEE PAGE 23 FOR SPECIFICATIONS SEE PAGE 24 FOR SPECIFICATIONS

13-3/4”
[ 14-1/4”

| L1
8-1/4”

All systems include up to 50 feet of cable. Additional footage is additional cost.
Order by system number and specify cable length
EXAMPLE: MLS-600-125 ------ > A system to lift up to 600 Lbs. with 125 feet of cable.

SPECIFICATIONS FOR CP-2 CONTROL PANEL

® Computerized panel. Programmable lowering distance.

@ S ® TEACH switch on front panel in back of wall plate allows for
easy programming of Control Panel.

RAISE ® Key lock power ON/OFF switch.
® Connection Box: 4” Square Double Deep (3 1/4”) box provided.
=
LIGHTING ® The Connection Box comes with 1/2” & 3/4” comb. knock outs.
g\l,'gTvél,\E,,FgNG ®  White Wall Plate Cover provided.

® Operating Voltage: 105V - 135V AC 50/60 Hz @ 1/4 ampere

¢y || Press o3
LOCK \t/)vhen STOP plus motor current.
sgﬁﬁgirng * Buttons: Momentary switches with LED lights.
S Y ® Equipped with Beeper to indicate when fixture has reached

the top.

® L OCK button (feature) assures operator that system is
mechanically locked. When locked, cable is slack and power
to the motor is off

*All specifications subject to change without notice.
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SYSTEMS

Having a flat surface. Load capacity of 400 Ibs. with a
safety factor of 6 to 1. Two contacts plus ground

GALVANIZED STEEL
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BRASS KNIFE CONTACTS | i AND SUPPORT
, =
PRECISION CAST STAINLESS STEEL \ i 12-1/16"
TWIN SUPPORT/LOCKING CAM ARMS ,ﬁ’_
BERYLLIUM COPPER \\ LT
SPRING CONTACTS \ iy
SEAMLESS ALUMINUM ROUND COVER » : 14-1/4"
\ 7"
BRASS TERMINAL FOR WIRES et (s HIGH STRENGTH
1 ALUMINUM MOVABLE
= [ I R =1 LOWER CONTACT
BRASS CABLE CLAMP ~— L ASSEMBLY
rt |_~—ELECTRICAL SUPPLY

WIRES TO FIXTURE
ALUMINUM CLOSURE COVER / I , L (WIRES BY OTHERS)
WITH SOLID NEOPRENE SEAL / —

4” DIA. MOUNTING FLANGE

\
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3/4” EXTERNAL PIPE THREAD ——-— A" D|A. ™= UL APPROVED
ALSO AVAILABLE WITH NO EXT. THREAD 277/240/208 V. 15 AMP.
AND 3/8” INTERNAL PIPE THREAD & 120 V. 20 AMP. AC
—~=——  6-3/8"DIA. ———— = PER CONTACT

l— 2-13/16" —

o - -
ELECTRICAL WIRE bl Options Suffix
ENTRANCE
! (3) Contacts 3C
75 4718 608" (4) Contacts 4C
Dust and Waterproof Cable Clamp DWP
! Vertical Pipe Mounting VPM
Iy Stainless Steel Cover HD
13/32" DIA. Counter Weight Ccw
MOUNTING HOLES (2)
3/8" Internal Pipe Thread Mounting 38
MOUNTING DETAIL Specifications subject to change without notice.

2150 Parkes Drive « P.O. Box 6038 « Broadview, IL 60155-6038 « Phone: 888-681-1686 * Fax: 708-681-4006
www.lightinglowering.com Page 23








